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Dry Gauges, Steel Case, 
Bronze Tube, Brass Socket,
±3-2-3% Accuracy

• Available in 11⁄2˝, 2˝, 21⁄2˝ and 31⁄2˝ sizes
•  Black finish steel case and ring with plastic 

window
•  Panel gauge case is black finish steel with 

studs and chrome-plated ring. 
•  Panel mount gauges available in 11⁄2˝, 2˝ and 

21⁄2˝ sizes

 STANDARD FEATURES

 CATALOG NUMBERS
 Dial Size 1½˝ 2˝ 2½˝ 3½˝

 Connection Location Back Bottom Back Bottom Back Bottom Bottom
 Connection NPT 1⁄8 1⁄8 1⁄4 1⁄4 1⁄4 1⁄4 1⁄4
 Range (psi/bar/kPa)       
 30˝/0/ vac. and –1/0 bar (–100/0 kPa) UA15H8C UA15H8L UA20H4C UA20H4L UA25H4C UA25H4L UA35H4L
 30˝/0/30 psi and –1/0/2 bar (–100/0/200 kPa) _ _ UA20J4C UA20J4L UA25J4C UA25J4L UA35J4L
 30˝/0/60 psi and –1/0/4 bar (–100/0/400 kPa) _ _ UA20K4C UA20K4L UA25K4C UA25K4L UA35K4L
 30˝/0/150 psi and –1/0/10 bar (–100/0/1000 kPa) _ _ _ _ UA25L4C UA25L4L UA35L4L
 30˝/0/300 psi and –1/0/10 bar (–100/0/2000 kPa) _ _ _ _ UA25M4C UA25M4L UA35M4L
 0-15 psi and 1 bar (100 kPa) UA15N8C UA15N8L UA20N4C UA20N4L UA25N4C UA25N4L UA35N4L
 0-30 psi and 2 bar (200 kPa) UA15A8C UA15A8L UA20A4C UA20A4L UA25A4C UA25A4L UA35A4L
 0-60 psi and 4 bar (400 kPa) UA15B8C UA15B8L UA20B4C UA20B4L UA25B4C UA25B4L UA35B4L
 0-100 psi and 7 bar (700 kPa) UA15C8C UA15C8L UA20C4C UA20C4L UA25C4C UA25C4L UA35C4L
 0-160 psi and 11 bar (1100 kPa) UA15D8C UA15D8L UA20D4C UA20D4L UA25D4C UA25D4L UA35D4L
 0-200 psi and 14 bar (1400 kPa) UA15E8C UA15E8L UA20E4C UA20E4L UA25E4C UA25E4L UA35E4L
 0-300 psi and 21 bar (2100 kPa) – – UA20F4C UA20F4L UA25F4C UA25F4L UA35F4L
 0-600 psi and 42 bar (4200 kPa) – – UA20G4C UA20G4L UA25G4C UA25G4L UA35G4L

To order: specify the “catalog number” from table above. For panel mount gauges (back connection only) add “-UC” to the 7 digit 
catalog number. (NOT ALL MODELS ARE AVAILABLE AS PANEL MOUNT).

•  1⁄8 NPT lower and back connection available 
11⁄2˝ size; 1⁄4 NPT lower and back connection 
available in 2˝ and 21⁄2˝ sizes; 1⁄4 NPT lower 
connection available in 31⁄2˝ size

•  Dual scale dials with bar/kPa in blue (inner 
scale); psi in black (outer scale); on white 
background

            Lower Connection D

 Gauge Size/Type A B C
 1⁄8 1⁄4 

E F

 UA15 Inch 1.66 0.99 1.45 0.33 – 0.32 1.61
  mm 42 25 37 8 – 5 41
 UA20 Inch 2.08 1.13 1.80 – 0.37 0.39 2.01
  mm 53 28 46 – 9 10 51
 UA25 Inch 2.48 1.13 1.95 – 0.42 0.39 2.43
  mm 63 29 50 – 11 10 62
 UA35 Inch 3.47 1.16 2.68 – 0.46 0.43 3.42
  mm 88 29 68 – 12 11 87
              Back Connection
 Gauge Size/Type 

A B E F G H

 UA15 Inch 1.66 .99 0.31 1.61 1.56 1/8
  mm 42 25 8 41 40 
 UA20 Inch 2.08 1.13 0.39 2.01 1.85 1/4
  mm 53 29 10 51 47 
 UA25 Inch 2.48 1.13 0.39 2.44 1.87 1/4
  mm 63 29 10 62 47 

 GAUGE DIMENSIONS UA15, UA20, UA25, UA35

              Back Connection
 Gauge Size/Type A B E F G H J

 UA15 Inch 1.78 1.00 0.20 1.62 1.60 1.24 1/8
  mm 45 25 5 41 41 31 
 UA20 Inch 2.20 1.10 0.18 2.01 1.81 1.59 1/4
  mm 56 28 4 51 46 40 
 UA25 Inch 2.62 1.15 0.23 2.47 1.83 1.67 1/4
  mm 66 29 6 63 46 42 

 GAUGE DIMENSIONS UA15-UC, UA20-UC, UA25-UC

                         Hole Diameter

  Minimum Maximum Max. Panel 
 Panel Cut-Out Inches (mm) Inches (mm) Thickness

 11/2˝ Gauge 1.615 1.665 1/8˝
 2˝ Gauge 2.035 2.095 7/16˝
 21/2˝ Gauge 2.462 2.538 7/16˝
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 UA15H8C UA15H8L UA20H4C UA20H4L UA25H4C UA25H4L UA35H4L
 _ _ UA20J4C UA20J4L – UA25J4L UA35J4L
 _ _ – UA20K4L – UA25K4L UA35K4L
 _ _ _ _ UA25L4C UA25L4L UA35L4L
 _ _ _ _ – UA25M4L UA35M4L
 UA15N8C UA15N8L UA20N4C UA20N4L UA25N4C UA25N4L UA35N4L
 UA15A8C UA15A8L UA20A4C UA20A4L UA25A4C UA25A4L UA35A4L
 UA15B8C UA15B8L UA20B4C UA20B4L UA25B4C UA25B4L UA35B4L
 UA15C8C UA15C8L UA20C4C UA20C4L UA25C4C UA25C4L UA35C4L
 UA15D8C UA15D8L UA20D4C UA20D4L UA25D4C UA25D4L UA35D4L
 UA15E8C UA15E8L UA20E4C UA20E4L UA25E4C UA25E4L UA35E4L
 – – UA20F4C UA20F4L UA25F4C UA25F4L UA35F4L
 – – – UA20G4L – UA25G4L UA35G4

UA20G4L
UA20N4C

UA20N4L

Distributed by: M&M Control Service, Inc.                 www.mmcontrol.com/weksler.php 800-876-0036   847-356-0566




